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Abstract 
 
 An inverse Compton scattering diagnostic is currently 
being developed for an 80 ns, intense relativistic electron 
bunch with an energy of 19.8 MeV and nominal current of 
1.7 kA.  The principal purpose of this diagnostic is to 
provide a measurement of the 6-D phase space 
distribution of the electron beam in a single shot without 
disrupting its axial propagation.  The electron beam is 
intercepted by 450 mJ of green light, which is upscattered 
into the soft X-ray range by the relativistic electrons.  The 
diverging, scattered photons are diffracted onto an X-ray 
framing camera by an X-ray crystal concentric to the 
beam pipe utilizing an elongated von Hamos geometry 
[1].  The experimental configuration is presented, which 
includes the electron and photon interaction dynamics, 
crystal design, X-ray framing camera design, and the 
expected time resolved longitudinal and transverse 
distributions. 
 

I. INTRODUCTION 
 
 Non-invasive optical scattering techniques began 
development 90 years ago [2] and have been utilized as 
light sources or diagnostic techniques for over 40 years.  
Thomson scattering has been used to measure ne and Te 
for low temperature and high temperature plasmas with ne 
< 1021 m-3 [3].  In addition it has been used to measure ne, 
Te, and Ti in solid density plasmas (ne > 1028 m-3) [4-8]. 
 Inverse Compton measurements have been made on 
accelerators with energy ranges from 22-60 MeV, beam 
currents of 0.14-140 A, or 3 x 109 - 1010 electrons/bunch. 
[9-11].  These results have sparked interest to use these 
methods as non-invasive beam diagnostics or laser wire 
scanners, in addition to X-ray and gamma light sources.  
These methods are even proposed for the development of 
a compact EUV source by scattering a high power CO2 
laser light off a 7 MeV e- beam [12]. 
 The Dual-Axis Radiography for Hydrodynamic Testing 
(DARHT) facility has been interested in developing non-
invasive beam diagnostics since the facility began 
experiments in 1990 [13].  The function of the facility and 
intensity of the beams on Axes 1 and 2, limit beam studies 
with intercepting diagnostics.  DARHT is exploring the 
capability of a paraxial grazing incidence spectrometer to 
provide a measurement of the 6-D phase space.  This 
design for DARHT Axis-1 is unique because the beam 

has ~1014 electrons/bunch, several orders more than refs 
[9-11], and we plan to perform these measurements 
without bending the electron beam 90o out of the 
detection plane. 
 The technique being proposed here utilizes both the 
fundamentals of Compton upscatter in the accelerator 
community and X-ray diffraction methods used in the 
Inertial Fusion community.  X-ray Thomson scattering 
methods utilizing Bragg crystals is routinely used for X-
ray imaging in relatively the same energy range [6-8,14-
17].  However they use X-ray laser probes to interrogate 
solid density plasmas and measure the Compton 
downshift. 
  

II. EXPERIMENTAL SETUP 
 
 The experimental configuration used to deploy the 
inverse Compton diagnostic is the downstream transport 
section of DARHT Axis-1 (Fig. 1).  The 60 ns, 19.8 MeV 
electron bunch, with a nominal current of 1.7 kA, is 
intercepted by a 10 ns, 450 mJ, frequency doubled (532 
nm) pulsed Nd:YAG laser [18] at Box 9 (z = 34.5 m).  
The visible green light is upscattered into the soft X-ray 
range and diverges from the interception point 
downstream at an angle θs = 1/γ ~ 25 mrad.  Ignoring 
thermal spread in the beam due to emittance, the most 
upstream detection plane of the scattered radiation, where 
the radiation grazes the beam pipe, is nearly 3 m 
downstream of the interaction point.  However, detection 
at this plane only gives the experimenter information 
about the transverse distribution of the beam and not the 
energy.  In order to detect and resolve the energy of the 
upscattered soft X-rays a calibrated detector or a 
spectrometer must be used.  In our case because of the 
path lengths of interest we have chosen to use X-ray 
Bragg crystals, which act like a grating in a visible 
spectrometer, to diffract the X-ray photons to our detector 
plane.  Since the path length from the interception point 
and the detection point is slightly over 3.7 m and the 
radiation forward scatters at 25 mrad, it is logical to place 
the Bragg crystal outside of the path of the beam half way 
between the scattering and detection point.  In addition, 
this optimizes mosaic focusing with a curved Bragg 
crystal, 1:1 optics, and no magnification. 
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Figure 1. Elevation view of the DARHT Axis-1 downstream configuration used to intercept the electron beam and 
diagnose its longitudinal and transverse distribution. The z-locations indicate their axial distance relative to the cathode 
face (z = 0). 
 

III. SCATTERING PHYSICS 
  
 Compton scattering is the inelastic scattering of 
electromagnetic radiation by a free charged particle, such 
as an electron.  In the Thomson limit the energy of the 
incident photons Eγ << mec2.  However, in our case the 

electron beam Ebeam >> mec2 >> Eγ so the incident photon 
radiation is upscattered by the relativistic electrons. 
 The relationship of the scattered photons to the incident 
photons can be derived through trigonometry as has been 
done by refs [11,19].   
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Setting θi=θs=0 for a parallel electron-photon collision, 
β~1-1/γ2 for γ>>1, the scattered photons have a maximum 
forward energy of: 
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where Es is the scattered photon energy, γ is the Lorentz 
factor, and Ei is the incident photon energy.  The scattered 
energy spectrum as a function of incident angle for the 
Axis-1 (19.8 MeV) and Axis-2 (16.5 MeV) [20] beams 
intercepted by the fundamental (1064 nm) and frequency 
doubled (532 nm) Nd:YAG wavelengths are shown in 
Fig. 2.  In the beam frame electron beams with γ>>1, as is 
the case here, only see the incident photon radiation at θi 
~ 1/γ, so the photons are always forward scattered at θs ~ 
1/γ. 
 The number of photons yielded is a function of the 
target, scattering source, and the cross section of their 
reaction: 
 

   
hc

lEcLenN
λσ

γ
= ,  (3) 

 

 
Figure 2. Calculated scattered energy spectrum as a 
function of incident angle for the Axis 1 and 2 beams with 
the fundamental (1064 nm, red) and frequency doubled 
(532 nm, green) Nd:YAG wavelengths.  The shaded 
region on the right of the curve indicates the experimental 
parameter space.  The green dot indicates the actual 
scattered energy we plan to produce. 
  
 In this case the electron density, ne, and the interaction 
length, L, is the target, the incident number of photons is 
λEl/hc, and the Compton cross-section for these beam 
energies is simply the Thomson cross section (8π/3 re

2).  
A more complex derivation of the Klein–Nishina 
differential cross section is used for beams with γ > 104, to 
estimate the Compton cross section as a function of 
scattering wavelength [19, 21-23].  The nominal tune for 
our 1.7 kA beam on Axis 1 has a 7.5 mm radius (Fig. 3).  
With a 450 mJ frequency doubled Spectra-Physics Quata-
Ray Lab 170-10 Nd:YAG laser our number of incident 
photons should be just above 1018 [18].  The maximum 
photon yield for a Thomson scattering diagnostic is 
typically ~13 orders < photon source due to the cross 
section of the reaction and we calculate 2 x 105.  Although 
this is a fairly respectable photon count, the amount of 
photons collected by the detector will be much less due to 
expansion losses of the scattered distribution from 
emittance (Fig. 3) and the solid angle of photons either 
directly detected or diffracted by the crystal.  These 
details will be discussed further below in Section IV.D. 
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Figure 3. Beam envelope profile (red) and photon 
expansion along the beam axis (blue).  The thermal spread 
upstream (maroon) and downstream (orange) is also 
plotted for the Axis-1 electron beam which has a thermal 
width of ~3 mrad. 
 
 

IV. ICS SYSTEM DESIGN 
 
 As mentioned above we plan to deploy the diagnostic 
on the downstream transport section of DARHT Axis 1.  
The inverse Compton scattering (ICS) diagnostic consists 
of several components, shown in Figs. 1 & 4, these 
consist of the laser and its optics, a X-ray Bragg crystal, 
and the detector: an X-ray framing camera. 
 
A. Laser optics 
 The laser optics consist of a 450 mJ, 532 nm, Spectra-
Physics Quata-Ray Lab 170-10 Nd:YAG laser [18] 
oriented parallel to the propagation axis of the beam.  The 
laser beam is then bent horizontally 90o, with a 532 nm 
coated mirror and then focused to a ~1 mm spot, at the 
interception of the electron beam, with a 50 cm focal 
length plano-convex lens (Fig. 4).  Prior to entering the 
vacuum the laser light passes through a Brewster angled 
window, which is used to compensate for the change in 
the index of refraction at the glass/vacuum interface and 
minimize scattering.  After the laser exits the vacuum 
system it is terminated into a beam dump [24].  An 
insertable power meter is also installed to verify the beam 
energy per pulse is maintained for ICS [25]. 
 Three additional configurations are under development 
and will be tested following the proof-of-principle 
experiments.  These include using cylindrical optics to 
intercept the electron beam with a laser “sheet” to produce 
a higher photon yield and larger scattered distribution.  
The second involves using an array of mirrors for multiple 
laser passes to provide a series of scattered photon 
ribbons.  Finally, either a longer laser pulse or high 
frequency laser pulse will be used for scattering 
measurements over the 1.6 µs pulse length of the Axis 2 
electron beam [20]. 
 
B. Bragg crystal, diffraction crystal 
 The next key component in our ICS spectrometer 
design is the X-ray Bragg crystal used to diffract the 
expanding scattered soft X-rays to the detection plane.  
This technique is routinely used in the ICF commmunity 
for X-ray imaging in relatively the same energy range 
[26-29]. After the scattered photons are produced at z = 

34.5 m they begin to propagate forward in a cone with a 
half angle of θs = 1/γ ~ 25 mrad. 
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Figure 4. Laser configuration (top view) for interception 
at the exit of the accelerator, Box 9 (z = 34.5 m) on 
DARHT Axis 1 (not to scale).  
 

When designing the crystal configuration relative to 
the scattering location and the detection location we 
designed an elongated von Hamos geometry [1] (Fig. 5).  
We wanted to utilize as much of the existing beamline as 
possible.  In doing so we use Boxes 9 & 10 (Fig. 1) for 
our object and image planes.  The top vertical vacuum 
port is the location of our detector, so it is logical to place 
the crystal on the bottom of the beam pipe.  Establishing a 
line of sight between the object and image planes and a 
direct perpendicular line down to the crystal we set the 
constraints for our von Hamos geometry.  We now have 
our radius of curvature, Rc for a curved crystal and the 
Bragg angle, θB, which is the angle between the rays and 
the diffraction plane (Fig. 5).  To minimize magnification 
and to optimize mosaic focusing the ideal von Hamos 
geometry has focal distances z1 = z2.  θs, shown in Fig. 5, 
sets are axial location of the crystal, zo.  Since it is only ~ 
25 mrad zo ~ z1 = 1.86 m.  At this location the scattered 
radiation cone has expanded to a radius of 47 mm which 
is a safe radial distance outside of the beam envelope (Fig. 
3) to place the crystal. 
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Figure 5. von Hamos spectrometer configuration for 
DARHT Axis 1 (not to scale).  
 

The Bragg angle can be determined simply through 
trigonometry: 
 

sinθ
B
=
RC
z1

.  (4) 
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However, for our design we do not know the radius of 
curvature, so we must determine the Bragg angle utilizing 
Fig. 5:   
 

tan θ
B
−θ

s( ) =
rp

zo + z3
=
rp
Δz

, (5) 

 
where rp is the pipe radius and Δz is the axial distance 
between the object and image planes (Boxes 9 & 10).  
The scattering angle and geometry we have constrains us 
to θB < 4o (Fig. 6) and reduces the achievable energy 
resolution.  Fig. 6 sets the design parameter space for 
multiple electron beams utilizing this method of ICS.  It 
illustrates that the path length of the geometry for lower 
energy beams is shorter because it is proportional to the 
scattering angle.  In addition the Bragg angles will be 
larger at lower energies.  The design point for DARHT 
Axis-1 with a Δz = 3.71 m or zo = 1.86 m sets our θB = 
2.57o. 
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Figure 6. Bragg angle plotted as a function of axial 
distance from scattering location to crystal (zo) and 
electron beam energy.  The turquoise line applies to 
DARHT Axis-1 and the design point is circled.  The 
purple line applies to DARHT Axis-2.  
 

The constraint of a shallow Bragg angle limits our 
choices to large lattice spacing crystals as illustrated by 
Bragg’s law: 

 
   nλ = 2d sinθ

B
,   (6) 

 
where n is the reflection order, λ is the wavelength of the 
scattered radiation, and d is the lattice spacing of the 
crystal.  Returning briefly to the scattering physics in 
Section III, the scattered X-ray energy should be 3.68 keV 
for 532 nm laser light incident at 90o on a 19.8 MeV 
electron beam.  The corresponding wavelength at this 
energy is 3.37 Å.  The Bragg angles required for materials 
with different 2d lattice spacing (Table 1) are shown in 
Fig. 7.  It is apparent from Fig. 7 that crystals with lattice 
spacings > 25 Å require too large of a Bragg angle for our 
application. 

A multilayer optic was chosen because of its 
preferable optical properties; high-energy resolution, high  
reflectivity, and the lattice spacing and Bragg angle can 
be custom designed per customer application.  After 

setting the constraints for the crystal we partnered with 
Rigaku Innovative Technologies to design our multilayer 
optic.  The crystal we initially designed is a flat crystal for 
a simple proof-of-principle experiment, however we plan 
to use a curved Bragg crystal to optimize the von Hamos 
geometry for the final design.  The performance 
characteristics of the flat Cr/C crystal with a 2d lattice 
spacing of 8.46 nm are shown in Fig. 8.  The energy 
resolution is limited to ~5% and the reflectivity is > 30%.  
The performance of each of these parameters can be 
improved by ~2x by increasing the scattered photon 
energy, or reducing the lattice spacing, by 15%.   
 
Table 1. Single layer X-ray crystal materials, their lattice 
spacing, and minimum energy range.  Those highlighted 
in blue are the smallest lattice spacing applicable. 
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Figure 7. Bragg angle plotted as a function crystal 
materials and X-ray energy.  The region highlighted in red 
is the relevant X-ray energy range for 1064 nm light 
upscattered by both DARHT Axes 1 & 2.  The region 
highlighted in green is the relevant X-ray energy range for 
532 nm light upscattered by both DARHT Axes 1 & 2.   
 
C. X-ray framing camera 
 The final component to the ICS system is the detector.  
X-ray imaging techniques have been well developed in 
the ICF community [14-17].  The development of our X-
ray framing camera is nearly identical to a design 
developed by ref. [14].  We are using a single strip micro-
channel plate (MCP).  The MCP is a Au coated SiO2 
wafer with 10 µm holes.  The photocathode of the MCP is 
coated with Au because its quantum efficiency peaks near 
3 keV in soft X-energy at 10-25%, depending on incident 
angle [30,31].  The MCP is mounted in a hermetically 
sealed housing and is electrically floating for pulsed 
gating capabilities.  The pulse length and amplitude is 
addressable up to 4 kV and down to 40 ps to optimize the 
X-ray imaging efficiency.  Our experiment we will only 
require 10 ns gates. 
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Figure 8. Energy resolution and reflectivity as a function 
of X-ray energy for Cr/C multilayer optic designed by 
Rigaku Innovative Technologies. 

 
 The MCP assembly is mounted at 45o with the top edge 
of the MCP flush with the beam pipe.  A 25-µm thick Al 
plate is used to attenuate any visible light or photons with 
energies < 1 keV from hitting the MCP [32].  After the 
soft X-ray photons incident on the MCP are converted to 
electrons, the electrons are then multiplied down the bore 
of the MCP.  The electrons are then accelerated across a 
50 µm gap to a P43 phosphor that is coated onto a fiber 
optic face plate (FOFP) [33,34].  Once the electrons strike 
the phosphor it fluoresces and produces visible ~530 nm 
photons that are imaged by our CCD camera.  The FOFP 
is 4 cm in diameter and composed of 6 µm fibers arranged 
in a hexagonally close packed configuration to preserve 
maximum light transfer from the phosphor to the CCD.  
The CCD we use for imaging is a 1000 series large format 
CCD manufactured by Spectral Instruments [35]. 
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Figure 9. Layout of the X-ray framing camera used for 
the ICS system.  Individual component are listed, the 
coordinate system is listed where the electron beam 
propagation axis is the z-axis and the y-axis is vertical. 
 
D. Collection efficiency 
 The collection efficiency of our ICS system can be 
quantified as follows.  The number of photons collected 
Nγ_c is calculated below: 
 

Nγ _ c = Nγ _ s ∗Ω∗R∗M ∗QEMCP ∗CEPhos ∗QECCD , (7) 
 
where Nγ_s is the number of photons scattered, Ω is the 
solid angle, R is the reflectivity of the crystal, M is the 
multiplication factor of the MCP, QEMCP is the quantum 
efficiency of photocathode for 3.68 keV soft X-ray 
photons to electrons, CEPhos is the conversion efficiency of 
the photo-electrons to back to visible photons, and QECCD 
is the quantum efficiency of the CCD.  Each of these 
values are either provided by the supplier or have been 
measured and documented in the references listed and are 
shown in Table 2.  It is apparent that the MCP has nearly 
single photon counting capability.  However, one of the 
biggest challenges to the detection capability of this 
system will be the background Bremsstrahlung X-rays 
generated in the accelerator. 
 
Table 2. Tabulation of the contributing factors to the light 

collection efficiency of the ICS system. 

 
 
 
V. SCATTERED LIGHT DISTRIBUTIONS 
 

The scattered light distributions we expect to measure 
at the detection plane with the X-ray framing camera are 
shown below in Fig. 10.  In the first case (Fig. 10(a)), as 
discussed in Section IV.A., we plan to intercept the 
electron beam with a single 1-mm diameter laser pass.  
This should yield a single ribbon expanding downstream 
in which a small fraction of the photons will be diffracted 
by the crystal and detected by the X-ray framing camera.  
The next case (Fig. 10(b)) a laser sheet 15 mm wide will 
intercept the full electron beam distribution.  This will 
yield a larger scattered photon distribution, which will 
require the curved Bragg crystal to focus and diffract the 
photons to the MCP.  In both cases the measured 
distribution should yield details about both the transverse 
and longitudinal distributions of the beam, including the 
emittance and energy spread. 
 

VI. CONCLUSIONS 
 
 We have developed a design for a paraxial inverse 
Compton scattering diagnostic.  Utilizing a Bragg crystal, 
we are able to avoid bending the beam and use the 
available axial transport section of the accelerator to 
diagnose the beam. 
 We are using well-developed technologies for detection 
and plan to have quantitative results for our proof-of-
principle experiment in the literature in the near future.  In 
addition we have several iterations where improvements 
can be made for both the intercepting probe and the 
detection optics. 
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Figure 10. Expected scattered light distributions for (a) 
the proof-of-principle experiment with a single 1 mm 
diameter laser interception; and (b) an expanded laser 
sheet intercepting the full electron beam distribution. 
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